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PS-78CANFORD AUDIO LTD, Elliott House, Crowther Road, Washington, Tyne & Wear, NE38 0BW, UK 

Product Information Sheet

Size 	 Length overall 	 Width 	 Max. bundle diam	 Min. Tensile Strength
1 	 100mm 	 2.5mm 	 16mm 	 8kg
2 	 140mm 	 3.6mm 	 32mm 	 18kg
3 	 200mm 	 4.8mm 	 50mm 	 22kg
4 	 370mm 	 4.8mm 	 105mm 	 22kg
B 	 200mm 	 7.6mm 	 50mm 	 22kg
C 	 300mm 	 7.6mm 	 80mm 	 22kg

SPECIFICATION 
Material:	 DuPont Zytel Nylon 6.6
Flame Resistance: 	 UL94 V2 self-extinguishing, zero halogen.
Strength: 	 Tensile strength MIL 23190 E
Temperature Range: 	 Operating 	 -40°C to +85°C
Storage: 		  +15°C to +30°C at 50% humidity recommended.
			   Ideally store in original packaging not in direct sunlight.
UL Approval 	 E475484
Colours 	 White and Black.

RoHS and R.E.A.C.H. compliant.

Product resistant to brake fluids, lubricants, power steering fluids, oil, grease, paints, lacquers,  
detergents, animal and vegetable fats, gasoline and alkalis up to 40%

NYLON CABLE TIES
39-231 CABLE TIES Size 1, Black (pack of 100)
39-221 CABLE TIES Size 1, White (pack of 100)
39-232 CABLE TIES Size 2, Black (pack of 100)
39-222 CABLE TIES Size 2, White (pack of 100)
39-233 CABLE TIES Size 3, Black (pack of 100)
39-223 CABLE TIES Size 3, White (pack of 100)

39-234 CABLE TIES Size 4, Black (pack of 100)
39-224 CABLE TIES Size 4, White (pack of 100)
39-227 RELEASABLE CABLE TIES Size B, Black  
(pack of 100)
39-228 RELEASABLE CABLE TIES Size C, Black  
(pack of 100)


