
For superior sound quality, chose the ECM-678.
Equipped with a newly developed microphone cap-
sule, it delivers superior sensitivity of -28 dB
(0dB=1V/Pa) and extremely low inherent noise of less
than 16 dB SPL.
This microphone balances the need for a compact size
with its ability to deliver excellent performance. The

result is a highly directional microphone that is only
250 mm in length.

This product comes with PrimeSupport – fast, hassle-
free repairs and a helpline offering expert technical
advice. Which gives you the peace of mind that Sony
is looking after your equipment, and your business.

Compatible Products

NXCAM & AVCHD Camcorders

HXR-NX5E

Three 1/3-inch Exmor CMOS sensors NXCAM
AVCHD camcorder with GPS recording full
HD / SD

XDCAM

PDW-F800

Three 2/3-inch Power HAD FX CCD sensors
top-of-the-range XDCAM HD422 camcorder
recording full HD / SD

PMW-500

Three 2/3-inch Power HAD FX CCD sensors
XDCAM HD422 camcorder recording full HD
(plus SD option)

PMW-320K

Three 1/2-inch type Exmor CMOS sensors
XDCAM EX camcorder with 16x zoom HD
lens recording full HD / SD

PMW-320L

Three 1/2-inch type Exmor CMOS sensors
XDCAM EX camcorder without lens recording
full HD / SD

PMW-350L

Three 2/3-inch type Exmor CMOS sensors
without lens XDCAM EX camcorder recording
HD (plus SD option)

PDW-F355L

Three 1/2-inch type HD Power HAD CCD
sensors without lens fully-featured XDCAM
HD camcorder recording HD /SD

Shotgun Electret condenser microphone
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PMW-350K

Three 2/3-inch type Exmor CMOS sensors
with 16x zoom HD lens XDCAM EX camcord-
er recording full HD (plus SD option)

PDW-F335K/2

Three 1/2-inch type HD Power HAD CCD
sensors with manual focus lens XDCAM HD
camcorder recording HD /SD

PDW-F335L

Three 1/2-inch type HD Power HAD CCD
sensors without lens XDCAM HD camcorder
recording HD /SD

PMW-EX1R

Three 1/2-inch type Exmor CMOS sensors
XDCAM EX camcorder recording full HD / SD

PMW-EX1

A Compact Full-HD Camcorder With SxS PRO
Recording, for an Evolving Era of HD

HDCAM

HDW-F900R

Three 2/3-inch FIT CCD sensors CineAlta
camcorder

HDW-650P

Three 2/3-inch Power HAD CCD sensors
HDCAM camcorder

HDW-730S

HD camcorder, offering 2.2 million pixels per
colour, HDCAM recording and is switchable
between 50i and 59.94i operation.

HDW-750P

HD camcorder, offering 2.2 million pixels per
colour, HDCAM recording and is switchable
between 50i and 25P scanning.

HDW-750PC

HD camcorder, offering 2.2 million pixels per
colour, HDCAM recording and is switchable
between 50i and 25P scanning (with colour
viewfinder)

HDW-790P

HD camcorder, offering 2.2 million pixels per
colour, HDCAM recording and is switchable
between 50i and 25P scanning.

NXCAM and AVCHD

HXR-NX5E

Three 1/3-inch Exmor CMOS sensors NXCAM
AVCHD camcorder with GPS recording full
HD / SD
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HDV

HVR-Z1E

HDV 1/3" 3CCD Handheld Camcorder

XDCAM EX Camcorders

PMW-320K

Three 1/2-inch type Exmor CMOS sensors
XDCAM EX camcorder with 16x zoom HD
lens recording full HD / SD

PMW-320L

Three 1/2-inch type Exmor CMOS sensors
XDCAM EX camcorder without lens recording
full HD / SD

PMW-EX1R

Three 1/2-inch type Exmor CMOS sensors
XDCAM EX camcorder recording full HD / SD
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